RWT 20X / 30X / 50X / 60X - CNC

CNC - thread and profile rolling machines

Especially suitable for producing:
- Worms
- Serrations

Oversized enclosed power-frame
> maximum stiffness of the frame

Bedding of the spindles with cageless
cylindrical bearings
> maximum carrying force at minimum space

Maintenance and wear-free guide ways
> no need of a centralized lubricating system

Stable welded frame as substructure
> flexible enhancement and extention options

Modular assemblies for hydraulic and cooling
> easy to maintain

Electrical cabinet is placed mobile next to the machine and has a swivel-mounted control panel.

The machines are supplied with a CNC-control with 1-6 axis and a user friendly interface.
Up to 9 programs can be saved simultaneously in the version with the 1 axis control and 99 in
the version with the 3 (or more) axis control.

Accuracy: 2 um Linear axis
0,002° = concentric axis
0.005° = swivel axis

Machine with 1 controlled axis:
Driven by a robust, standard three-phase motor

with oversized worm gears. Equipment and upgrades
Machine with 3 and more controlled axis:

Driven by a three-phase servo motor with workrest blades -
oversized worm gears. limit stops -

1

center rolling devices (manual / automatic)
bush rolling devices -

bar feeders and bar diposals
rotation speed conrolled by -
frequency converter (for 1 axis machine)
automatically or manually swivelling of the -
rolling spindles with digital display
special serration equipment -
high performance throughfeed upgrade -
coolant filtering and chilling systems -
adjustment aids -

rolling force monitoring (way/force)

measuring station with automatic program choice

under carriage to move the whole machine
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